74 BaTeca E +1 35° PA6 ROHSJ
EUROMODEL | .30° +G.F. COMPLIANT

VOLANTINO A4 LOBI CON TAPPO CON BOCCOLA FILETTATA
CIECA

Volantini a 4 lobi

Materialer:
Forstaerket polyamid. Olie- og fedtbestandig.

Overflade:
Satineret.

Farve:
Sort (RAL 9011).

Central prop:
Gréa polyamid (RAL 7035 kod. 13).

Alternative propfarver:

Orange (RAL 2004 kod. 02).
Bla (RAL 5015 kod. 07).
Gul (RAL 1021 kod. 10).
Grgn (RAL 6024 kod. 17).
Rad (RAL 3000 kod. 16).
Sort (RAL 9011 kod. 01).
Indsatser:

Basning med blindt gevindskaret hul af messing (gevindtolerance
6H).

Andre muligheder:

Pa forespargsel og i funktion af antal kan indsatsene leveres i andre
materialer.

Farver pa forespgrgsel og i funktion af antal iht. farvetabel.

BAaTECd

YOUR MECHANICAL COMPONENT



G74540.0001
G74540.0002
G74540.0004
G74540.0005
G74540.0006
G74550.0001
G74550.0002
G74550.0006
G74550.0007
G74560.0001
G74560.0003
G74560.0004
G74560.0011

G74540TM0501
G74540TM0601
G74540TM0801
G74540TM1001
G74540TM1201
G74550TM0601
G74550TM0801
G74550TM1001
G74550TM1201
G74560TM0801
G74560.TM1001
G74560TM1201
G74560TM1401

405
405
405
405
405
49
49
49
49
59
59
59
59

29.5
29.5
29.5
29.5
29.5
32
32
32
32
40
40
40
40

17
17
17
17
17
20.5
20.5
20.5
20.5
23
23
23
23
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G745

18.5
18.5
18.5
18.5
18.5
215
215
215
215
25
25
25
25
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11
11
11
11
11
11
11
11
11
15
15
15
15

20
20
20
20
20
20
20
20
20
22
22
22
22

d1

G746

7.5
7.5
7.5
7.5
7.5
7.5
7.5
7.5
7.5
7.5
7.5
7.5
7.5

M5
Mé
M8
M10
M12
Mé
M8
M10
M12
M8
M10
M12
M14

13
10
14
13
11
10
14
13
17
15
14
18
19

18
18
19
23
27
32
39
40
44
55
57
62
65
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