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Materials:

Versions FZ, FB:

Standard steel, property class 4.8.
Version IN:

Stainless steel (Aisi 304).

Surface finish:
Smooth.

Colour:
Versions FZ, FB:
Standard steel, property class 4.8.

Version IN:
Stainless steel (Aisi 304).

Special requests:
None.
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Black oxide treated steel version
Code Art. E H d16H p Weight (g)
DAM.FBEMO5 DAM.FBEMO5 8 4 M5 0,8 1
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Code

DAM.FBEMO06
DAM.FBEMO08
DAM.FBEM10

Galvanised steel version.

Code

DAM.FZEMO5
DAM.FZEMO06
DAM.FZEMO08
DAM.FZEM10
DAM.FZEM12
DAM.FZEM16
DAM.FZEM20
DAM.FZEM24

Stainless steel version.

Code

DAM.HNEMO06
DAM.HNEMO08
DAM.HNEM10
DAM.HNEM12
DAM.HNEM16
DAM.HNEM20
DAM.HNEM24

Art.

DAM.FBEMO06
DAM.FBEMO08
DAM.FBEM10

Art.

DAM.FZEMO5
DAM.FZEM06
DAM.FZEM08
DAM.FZEM10
DAM.FZEM12
DAM.FZEM16
DAM.FZEM20
DAM.FZEM24

Art.

DAM.HNEMO06
DAM.HNEMO08
DAM.HNEM10
DAM.HNEM12
DAM.HNEM16
DAM.HNEM20
DAM.HNEM24

E H
10 5
13 6,5
17 8
E H
8
10 5
13 6,5
17 8
19 10
24 13
30 16
36 19

E H
10
13 6,5
17 8
19 10

24 13

30 16

36 19

BATECAd

YOUR MECHANICAL COMPONENT

d16H
Mé
M8
M10

d1é6H
M5
Mé
M8
M10
M12
M1é6
M20
M24

d1é6H
Mé
M8
M10
M12
M16
M20
M24

1,25
1,5

0,8

1,25

15

1,75

2,5

1,25
15
1,75

2,5

Weight (g)
2,5
5
12

Weight (g)

1

2,5
5

12

17

33

65

110

Weight (g)
2,5
5
12
17
33
65
110
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